
Itaca Solution

Corner Crimping Machines

The machine has two special operating heads equipped with masses in which the 2 knives are adjustable on all crimping
positions. The knives move and are adjustable on the Y axis (along the profile), on the Z axis (top-bottom) and on the X
axis (along the crimping direction). These conditions prevent the replacement of tools on the machine regardless of the
different types of profiles. In this way, the times and costs of placing are reduced.

  
TECHNICAL SHEET

01/08/2026

Emmegi S.p.A.
Via Archimede, 10
41019 - Limidi di Soliera (MO)
ITALY

Tel +39 059 895411
Fax +39 059 566286
P.Iva/C.Fisc 01978870366
info@emmegi.com
www.emmegi.com

The right to make technical alterations is
reserved.

1



ITACA SOLUTION / CORNER CRIMPING MACHINES

CHARACTERISTICS 

Nominal pressure (bar) 7

Max pressure (bar) 10

Standard power supply 230V / 1~ / 50Hz

Max crimping force (kgp) 3.500

Knives stroke (mm) 10,5

Bracing clamp stroke (mm) 120

Max crimping height (mm) 120

Horizontal operating range (mm) 40

DIMENSION AND WEIGHT 

Overall dimensions LxHxP (mm) 1.450 x 1.150 x 1.050

Weight (kg) 480

ACCESSORIES 

Aluminium bracing clamp of 30 mm 1

Standard bracing clamp 20 mm

Special bracing clamp

Pair of standard knives, 3 mm

Pair of standard knives, 5 mm

Pair of standard knives, 8 mm

Pack knives set

Special knives set

Knives for Monticelli brackets

Support profiles 2

Support benches

LIST OF INFORMATION AND REQUIRED MATERIALS 
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LIST OF INFORMATION AND REQUIRED MATERIALS 

 
NOTES

Please note!  In order to identify the type and number of standard/special knives required for machining the profiles, it is essential that the
Customer provides the information specified below (send email to the Sales Department address): 
 

DXF drawings of the profiles to be chamfered (required for the manufacture of knives)
DXF drawings of the brackets and bracket profile pairing

 
The drawings must indicate the direction of machining of tools.
 
 
As an alternative to the drawings of profiles and/or brackets, please send:
 

No.4 sections of profile size 350 mm cut at 45°, with brackets fitted, or No.1 square size 350 mm with brackets fitted
each section or square must include the profile identification code

 
All the material mentioned above is to be sent to the following address:
 
EMMEGI SPA
Via Archimede, 10 - 41010 Limidi di Soliera (MO)
Reason for delivery note: Material for destructive tests
To the attention of the Service Department

Please note!  Upon receipt of the above, a feasibility analysis will be carried out and, if necessary, a supplementary quotation will be drawn up 
for the supply of the standard/special knives required for machining the profiles sent by the Customer.
 

Included Available 
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